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Quick Setup Select the protocol and encapsulation type with the ATM PVC that your ISP has
instructed you to use.

Protocol O PPP over ATM (PPPoA)
® PPP over Ethernet (PPPOE)
© 1P over ATM (1PoA)
© sridging

Encapsulation Type: | LLC/SNAP v,
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פתח בדפדפן את הכתובת 10.0.0.138 ובחלון הכניסה למערכת הכנס גם בשם משתמש וגם בסיסמא  Admin יתקבל המסך הבא: 
לחץ על Quick Setup  
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Connect to Internet Quick Setup

Quick Setup This Quick Setup will guide you through the steps necessary to configure your ADSL router.
Select the check box below to scan the Intemet connection automatically. It is

recommended that there is no any PVC configured in your ADSL router before performing
auto-scanning connection.

[ Auto Scan Internet Connection (PVC)
Configure Internet Connection -- ATM PVC

Please enter VPI and VCI numbers for the Internet connection which is provided by your
ISP,

VPL |8 (0-255)
ver 48 [(32-65535)
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יתקבל המסך הבא:

יש להסיר את הסימון מהשורה Auto Scan Internet Connection (PVC) 

וללחוץ על Next
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Language: ENTEIG

Connect to Internet Connect to Internet

Quick Setup Your ADSL router is ready to connect to ADSL, but there is no PPP session defined.
Configure it from the Quick Setup menu or the Advanced Setup...|Internet Connection menu.




יש לסמן את האופציה PPP over Ethernet (PPPoE) וללחוץ על Next  

יתקבל המסך הבא:
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Language: ENTEII
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Gl Ty Configure Internet Connection - WAN IP Settings
Quick Setup Enter information provided to you by your ISP to configure the WAN IP settings.

® Obtain an IP address automatically
© Use the following IP address:
WAN IP Address:

Enable NAT

MTU: [1492 | (default: 1492)
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לחץ על Next
יתקבל המסך הבא:
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Language: ENTEII

Gl Ty Configure Internet Connection - PPP User Name and Password

Quick Setup In order to establish the Internet connection, please enter PPP user name and password
that your ISP has provided.

PPP User Name username@012
PPP Password:

Session established by: ) Always On
© Dial on Demand

Disconnect if no activity for minutes
© Manually Connect
Disconnect if no activity for minutes
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הכנס את שם המשתמש שסיפק לך ספק האינטרנט שלך ואת הסיסמא ולחץ על next
יתקבל המסך הבא:
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Configure LAN side Settings.

Language: ENTEIG

Enter the ADSL router IP address and subnet mask for LAN interface and then enable DHCP
server on LAN interface to provide IP address settings for your computers.

Primary IP Address:  [10.0.0.138
Subnet Mask 255.0.0.0

[ Configure secondary IP address and subnet mask

MTU 1500 | (Default: 1500)

@ DHCP Server On Start IP: 10.0.0.1
End IP: 10.0.0.137
LeaseTime: [1|days [0

© DHCP Server Off

hours [0 | minutes





אל תשנה שום הגדרה ולחץ על next
יתקבל המסך הבא:
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Quick Setup Make sure that the settings below match the settings provided by your ISP.
Internet (WAN) Configuration:
VPI/ Vel 8/48
Connection Type PPPOE LLC/SNAP, Always On, QoS On
NAT Enabled
WAN IP Address Automatically Assigned
Default Gateway Automatically Assigned
DNS Server Automatically Assigned

LAN Configuration:

Primary LAN IP 10.0.0.138 / 255.0.0.0
Secondary LAN 1P 0.0.0.0/ 255.255.255.255
DHCP Server 0N 10.0.0.1 ~ 10.0.0.137
DHCP Lease Time 1 days 0 hours 0 minutes
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לחץ על Finish. יתקבל המסך הבא שבו הראוטר מודיע להמתין 2 דקות עד לסיום האיתחול של הראוטר.
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Connect to Internet Reboot ADSL Router

Quick Setup The ADSL router has been configured and is rebooting.

Close the ADSL router configuration window and wait for 2 minutes before reopening your
web browser. If necessary, reconfigure your PC's IP address to match your new
configuration.




